Product identifier
CAS Number 1 1344-28-1 Substance Name : Aluminium Oxide
EC Number : 215-691-6 Molecular Formula 1 ALO,

Product Overview

Brown Fused Alumina is a hard, sharp abrasive that's ideal for grinding
metals with high tensile strength. Its thermal properties make it an
excellent refractory material. This substance is also used in blasting and
surface hardening applications. After the crude is cooled, it undergoes

further crushing and cleaning of magnetic impuirities in high-intensity

separators.
BROWN FUSED ALUMINA ORIGIN: CHINA
Item Unit BFA 95 GRADE A BFA 95 GRADE B
Production Method F-lrji::::(g:e F:li')r(;?:e
Al203 % min 95.00 95.00
Sio2 % max 1.00 1.50
Tio2 % max 3.00 3.00
Fe203 % max 0.30 0.30
Cao % max 0.40 0.40
B.Sp.Gr g/cc min 3.85 3.85
BROWN FUSED ALUMINA FINES ORIGIN: CHINA
Item Unit BFA 92 FINES BFA 91 FINES BFA 90 fines (pusT Cg[ng'cl':gR FINES)
Al203 % min 92.00 91.00 90.00 88.00
Sio2 % max 2.50 2.50 3.00
Tio2 % max 5.00 5.00 5.00
Fe203 % max 1.00 1.00 1.50 1.50
Size - 200 mesh % min 90.00 90.00 90.00 90.00

Applications

Brown Fused Alumina is used in the production of grinding wheels, coated abrasives, refractory bricks and shapes,

sandblasting media, investment castings, lapping, polishing, and shot peening.
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Technical Data Sheet

Advantages

« The grinding speed is fast and the grinding efficiency is
high

« Brown fused alumina has high hardness, good toughness

and strong corrosion resistance.

+ Brown fused alumina can be used for polishing and
grinding.

Sizes Available
* 0-100mm

* 0-20mm, 0-30mm
¢« 0-Imm, 1-3mm, 3-5mm, 5-8mm

 Powder : 200mesh/325mesh, 3/6 Mesh, 6/10 Mesh, 8/14
Mesh, 8/16Mesh, 14/28 Mesh, 16/30 Mesh, 28/48 Mesh,
30/60 Mesh, -48Mesh, 46N, 100F, -200mesh, -325mesh

« Many other sizes available as per specific requirements
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Packing
- 25kg paper/plastic small bags

+ 1.0/1.2/1.25/1.35MT Big Bags
+ Small bags inside big bags

« Big bags / small bags on pallet

 In bulk
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