Product identifier
CAS Number 1 1344-28-1 Substance Name : Aluminium Oxide
EC Number : 215-691-6 Molecular Formula 1 ALO,

Product Overview

CALCINED ALUMINA is made from industrial alumina that is
calcined under an appropriate temperature. Our flexible
production process allows us to expand a large portfolio including

different sizes and chemical contents products.

CALCINED ALUMINA as a kind of raw material has stable crystal,

high purity, high electrical resistivity and heat conduction, good

filing performance.

CALCINED ALUMINA as a refractory matrix improves the performance of fire resistance, abrasion resistance, thermal shock

resistance, mechanical strength.

CALCINED ALUMINA SPECIFICATION ORIGIN: CHINA
Material Name CA3s CA4s CAS5S CA3 CA4 CA5
Al203 by difference % min 99.70 99.70 99.70 99.50 99.50 99.50
Na20 % max 0.10 0.10 0.10 0.30 0.30 0.30
Si02 % 0.03 0.03 0.03 0.03 0.03 0.03
Fe203 % 0.01 0.01 0.01 0.01 0.01 0.01
Particle Size [ Wet Sieve < 45 um % 99.00 99.00 98.00 99.00 99.00 98.00
Particle Size D50 um 3.40 4.20 5.60 3.40 4.20 5.60
surface Area [ BET m2/g 1.00 0.90 0.80 1.00 0.90 0.80
a-phase: 96-97% Equipment used to determine size: Mastersizer3000
Applications

Calcined alumina is a combination of properties that makes it useful in

abrasives, glass, porcelains, spark plugs and electrical insulators. However, $% # 9
the greatest quantity of calcined alumina is used to obtain aluminium. e PR
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Calcined alumina is widely used in refractory castables, nozzles, I NN
corundum bricks, gunning mixes, spark plug, electrical components, <5

ceramics etc.
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Advantages
+ High hardness

+ Resistance to many forms of chemical attack

» Resistance to abrasion

- Corrosion resistance (alumina is what lends corrosion

resistance to aluminum metals)

THYME EUROPE LIMITED

An GroR St. Martin 1, K6In 50667,
Germany

O: +49-152-07960042

Packing

« 25kg paper/plastic small bags

« Small bags inside big bags

+ 1.0/1.2/1.25/1.35MT Big Bags

« Big bags / small bags on pallet

« In bulk
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