Product identifier
CAS Number : 1302-93-8
EC Number : 215-113-2

: Aluminium Oxide
: AlLO,si,

Substance Name

Molecular Formula

Product Overview

Fused Mullite is created by combining high purity Bayer Alumina and
pure Quartz in a tilting type arc furnace, where it is heated to
approximately 2000 degrees Celsius. By cooling the molten mass at a
controlled rate, we are able to produce mullitization with well-defined

columnar crystals.

MULLITE ORIGIN: CHINA
Grain Sizes Fine Sizes / Powder
Al203 % min 75.00 75.00
Sio2 % typical 23.00 23.00
Fe203 % 0.10% typical 0.25% max
K20+Na20 % typical 0.30 0.30
B.D. g/cc min 3.00 -
Mullite phase % typical 94.00 94.00
MULITE ORIGIN : INDIA
Material UNIT FUSED MULLITE 75 FUSED MULLITE 72
Item Guarantee Typif:ql Guarantee Typif:ql Guarantee Typif:cl
Value Unit Value Unit Value Unit
Al203 % % 74 -77 76.35 70 -73 72.50
Sio2 % % 22-25 22.75 29 - 32 30.25
Fe203 % max % 0.15 0.10 0.15 0.1
Na20 % max % 0.40 0.12 0.40 0.12
Refractoriness °C min °C 1850.00 1900.00 1850.00 1900.00
B.D. g/cc min glcc 2.70 315 2.70 315
Applications

Fused Mullite is a crucial raw material in the refractory business for applications that need thermal shock resistance and
corrosion resistance.
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Technical Data Sheet

Advantages

» Low conductivity

 Excellent thermal shock resistance

« Excellent resistance to deformation under load

« Excellent volume stability

Sizes Available

+ 0-100mm

+ 0-30mm

*« 0-Imm, 1I-3mm, 3-5mm, 5-8mm

« Powder : 200mesh/325mesh, 3/6 Mesh, 6/10 Mesh,
8/14 Mesh, 8/16Mesh, 14/28 Mesh, 16/30 Mesh, 28/48

Mesh, 30/60 Mesh, -48Mesh, 46N, 100F, -200mesh,
-325mesh

« Many other sizes available as per specific

requirements
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Packing
- 25kg paper/plastic small bags

1.0/1.2/1.25/1.35MT Big Bags

Small bags inside big bags

- Big bags [ small bags on pallet

In bulk

D-U-N-5°
REGISTERED™

THYME HONGKONG CO LIMITED
RM 301-35, 3/F The Galaxy, 313 Castle
Peak Road, Kwai Chung, Hong Kong

O: +852-3615-0500
O: +852-5808 2130

THYME INDIA PRIVATE LIMITED

6WS9, Mani Casadona, New Town
AA-2F, Kolkata 700161, India

O: +91-33-4802-3558



