Technical Data Sheet

Product identifier
CAS Number  : 1309-48-4 Substance Name  : Magnesium oxide
EC Number 1 215-171-9 Molecular Formula : MgO

Product Overview

Fused Magnesia (MgO) is manufactured by the electric arc melting of
caustic calcined magnesia, dead burned magnesia or raw magnesite in
furnaces. The temperature must be above 2750°C for an optimal
product. Fused Magnesia has a better performance than competing

materials due to its altered crystalline structure.

FUSED MAGNESITE ORIGIN : CHINA

FM 98.5 FM 99

2:1 11 2:1 11 é'$3_2| 2:1 11 é'$3_2| 2:1 11 é'$3_2| é'$3_2| é'$3_2|
Mgo % min 96.00 96.00 97.00 97.00 97.00 9750 9750 9750 98.00 98.00 98.00 98.50 99.00
Sio2 % max 0.90 1.80 0.75 120 0.75 0.60 1.00 0.60 0.50 0.80 0.50 0.40 0.20
CaO % max 1.80 1.80 1.50 120 1.50 120 1.00 120 1.00 0.80 1.00 0.80 0.50
Fe203 % max 1.00 1.00 0.80 0.80 0.70 0.75 0.75 0.70 0.70 0.70 0.65 0.55 0.30
Al203 % max 0.30 0.30 0.25 0.25 0.25 0.20 0.20 0.20 0.20 0.20 0.20 0.15 0.15
LOI % max 0.30 0.30 0.20 0.20 0.15 0.20 0.20 0.15 0.20 0.20 0.15 0.15 0.15
B.D. g/cc min 3.35 3.35 3.45 3.45 3.45 3.45 3.45 3.45 3.50 3.50 3.50 3.50 3.50

Many more grades of FM, are available such as 96.5, 97.5, 98.5 and more as per specific requirements.

Applications

The refractory industry uses these basic refractories for different lining
purposes in electric arc furnaces and kilns. Basic refractory bricks are
used to make ramming mass composition, fettling material, and
magnesite mortar. This is also a coating material for steel splashing in

arc furnaces.

Advantages

+ Good electrical and thermal conductivity
» Excellent resistance to deformation under load

+ Resistance to attack by most acids and alkalis

« Exhibits anti-erosion Properties
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Sizes Available
* 0-100mm

« 0-40mm/0-30mm
e 0-Imm
* 1-3mm

¢ 3-bmm

« Powder : 200mesh/325mesh

« Many other sizes available as per specific requirements
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O: +49-152-07960042

Packing
- 25kg paper/plastic small bags

1.0/1.2/1.25/1.35MT Big Bags
+ Small bags inside big bags

« Big bags / small bags on pallet

« In bulk
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