Product identifier

CAS Number 1 409-212 Substance Name : Silicon carbide
EC Number : 206-991-8 Molecular Formula : SiC

Product Overview

Silicon Carbide is a manufactured mineral of extreme hardness and
sharpness. It's the best abrasive for grinding/sanding
low-tensile-strength materials like Cast Iron, Brass, Aluminum, Bronze,
etc. Its thermal characteristics make it an excellent crucible and
refractory manufacturing material. Silicon Carbide is created through an

electrochemical process that uses quartz (silica) and Carbon (in raw

petroleum coke form). The mixture is placed in an electrical resistance

furnace and heated above 2200°C to yield high-quality crystals.

SILICON CARBIDE GRAINS ORIGIN : CHINA
Item SIC F.C. FE203 H20
Unit % min % max % max % max
SiC 98 98 0.3 0.3 0.5
SiC 97 97 0.5 0.5 0.5
SiC 96 96 0.5 0.5 0.5
SiC 95 95.5 1 0.7 0.5
SiC 94 945 15 0.8 0.5
SiC 93 93.5 2 1 0.5
SiC 92 925 25 1.2 0.5
SiC 90 91 3 15 0.5
SiC 89 920 35 2 0.5
SiC 88 89 4 25 0.5
SiC 85 87 4.5 3 0.5
SiC 80 82 5 35 0.5
SiC 75 77 7 4 0.5
SiC 70 73 8 4.5 0.5
SILICON CARBIDE FINES /| POWDER ORIGIN : CHINA
Item SIC F.C. FE203 H20
Unit % min % max % max % max
SiC 98 98 0.3 0.4 0.5
SiC 97 97 0.5 0.5 0.5
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Technical Data Sheet

SILICON CARBIDE FINES / POWDER ORIGIN : CHINA
Item SIC F.C. FE203 H20
Unit % min % max % max % max
SiC 96 96 0.7 0.6 0.5
SiC 95 95.5 1 0.7 0.5
SiC 94 94.5 15 0.8 0.5
SiC 93 93.5 2 1 0.5
SiC 92 925 25 1.2 0.5
SiC 90 91 3 15 0.5
SiC 89 920 35 2 0.5
SiC 88 89 4 25 0.5
SiC 85 86 4.5 3 0.5
SiC 80 81.5 5 35 0.5
SiC 75 77 7 4 0.5
SiC 70 72 8 4.5 0.5
Applications

Silicon Carbide Grains are likewise utilized in marble and granite
polishing, the production of Kiln furnishings, as a deoxidizer in iron

and steel manufacturing, and as abrasives in sandpaper.

Advantages
« High Bulk Density.
» Excellent Refractoriness under load.

+ Low Thermal Conductivity.

« Excellent Abrasion Resistant Ability.

Sizes Available Packing
« 0-20mm « 25kg paper/plastic small bags

+ 0-Imm, 1-3mm, 3-5mm, 5-8mm 1.0/1.2/1.25/1.35MT Big Bags

« 3/6 mesh, 6/14 mesh, 14/28 mesh, 28/48 mesh, -48mesh + Small bags inside big bags

« -200mesh, -230mesh, -325mesh, -400mesh + Big bags / small bags on pallet
» FEPA sizes : F12, F14 « In bulk

« P sizes: P60, P80, P120, P180, P220, P360, P800, P1200, P2400,

P4000
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