Product identifier
CAS Number : 1344-28-1  Substance Name : Aluminium Oxide
EC Number : 215-691-6  Molecular Formula : ALO,

Product Overview
Tabular Alumina is created by taking ball-shaped calcined alumina
and heating it to temperatures above 1900°C fusion point of

y aluminium oxide. When done correctly, nearly all of the crystals will

change while still remaining hard and dense with a high level of

chemical purity. Not only can it withstand high temperatures, but it is

also resistant to both chemicals and abrasion.

WHITE TABULAR ALUMINA PREMIUM

Specification Unit MIN MAX Typical Value

AI203 % 99.20 99.50

Sio2 % 0.10 0.08

Na20 % 0.40 0.28
Fe203 % 0.10 0.04

Fe Magnetic % 0.02 0.01
Bulk Density glcc 3.52 3.55
Apparent Porosity % 5.00 4.00
Water Absorption % 1.50 1.00

a-phase % 98
Applications

Tabular alumina is used in the production of high-quality refractories,
which are used in industrial furnaces. High-alumina refractories are utilized
in metal and glass manufacturing by means of boilers, huge furnaces and
kilns for smelting metals, and firing glass, pottery, and porcelain. They're

also utilized in the construction industry to make building bricks.

Advantages
+ Tabular alumina has high purity and good thermal stability.

+ Tabular alumina is an electrical insulator.
+ Tabular alumina has high hardness and good wear resistance.

 Tabular alumina can be used for polishing and grinding.
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PARTICLE SIZE DISTRIBUTION 1 PARTICLE SIZE DISTRIBUTION 2

Size Seive Size Guarantee Value Typical Value Size Seive Size Guarantee Value Typical Value
+6.3 mm 0-2 <1 +0.71mm 0-2 1
3-6 mm +5.0 mm 15-45 20-35 0.2-0.6mm +0.5 mm 2-25 15
(3-6Mesh) +4.00 mm 30-60 40-55 (28-48mesh) +0.25 mm 65-95 80
-2.00 mm 0-3 <1 -0.212 mm 0-10 5
+3.36 mm 0-2 <1 +1.4 mm <2 1
(61__1139';) +2.00 mm 30-60 40-55 - 1.0-1.4 mm 8-25 15
-1.00 mm 0-10 <5 (-14Mesh) 0.5-1.0 mm 20-40 30
+5.00 mm 0-10 <8 -0.106 mm 5-25 15
2-5mm
(1/4inch-8Mesh) +4.0 mm 20-55 30-45 +4.0 mm 0-2 0
-2.00 mm 0-5 <3 (62_;33:;;) +3.36 mm 0-5 3
+1.4 mm 0-2 <1 -2mm 0-5 2
0.5-1mm +1.00 mm 2-30 10-25 +3.36 mm 0-2 Y]
(l528m=sh) +0.71 mm 15-55 35-50 - +2.0 mm 0-15 10
-0.5mm 0-10 <5 (& Vst +1.4mm 40-70 55
+12.7 mm 0-10 <8 -1.0 mm 0-5 3
14in-1/2in +10.00 mm 20-50 30-45 +0.71mm 0-2 1
(5-10mm) +8.00 mm 15-40 20-35 +0.5 mm 0-15 3-13
0-0.5mm
-63mm 0-5 <2 (-28mesh) +0.25 mm 30-60 35-50
-0.045 mm 2-20 5-15
+0.3 mm 0-5 3
Sizes Available pp—— o -
0-0.3mm
(-48Mesh) +0.125 mm 10-45 30
« 0-0.2mm, 0-0.5mm, 0-Imm, 1-3mm, 3-5mm, 5-10mm
-0.045 mm 15-45 30
- 3/6mesh, 6/10mesh, 6/14mesh, 8/14mesh, 14/28mesh, +0.212 mm 0-5 3
28/48mesh, -48mesh 0-0.2mm +0.125 mm 5-20 15
(-65 mesh)
-0.045 mm 10-40 26
» -200mesh, -230mesh, -325mesh
+0.15 mm 0-10 5
-100Mesh
« Other sizes also offered as per specific requirements -0.045 mm 20-50 a
+0.063 mm 0-2 1
325Mesh
-0.045 mm 95-100 97

Packing

« 25kg paper/plastic small bags
« 1.0/1.2/1.25/1.35MT Big Bags

« Small bags inside big bags

« Big bags [ small bags on pallet

* In bulk
ngﬂ m
ecovoudig) 3 & p
THYME EUROPE LIMITED THYME EUROPE LIMITED THYME HONGKONG CO LIMITED THYME INDIA PRIVATE LIMITED
An GroR St. Martin 1, KéIn 50667, 1 Northumberland Avenue, Trafalgar RM 301-35, 3/F The Galaxy, 313 Castle BWS9, Mani Casadona, New Town
Germany Square, London, WC2N 5BW, UK Peak Road, Kwai Chung, Hong Kong AA-2F, Kolkata 700161, India

O: +49-152-07960042

O: +44-20-8609-4698
Fax: +44-20-8080-0525

O: +852-3615-0500

O: +91-33-4802-3558



